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GENERAL RULES

SEE INDIVIDUAL CLASS RULES FOR SPECIFICS FOR THAT CLASS

1. Fire suits are required, minimum SPI 3.2 in flip top bodied vehicles without a fire wall or working doors,
the driver will be required to wear an SFI driving suit. Fireproof gloves, fireproof head sock, and
fireproof shoes must meet SFI Spec. 3.3. All helmets must meet Snell 85 minimum, or SFI Spec.
31.1, 31.2, 41.1 or 41.2.

2. Pulling vehicles are required to have a minimum of a 2-½ lb. fire extinguisher. Extinguishers must be
within reach of driver.

3. Vehicles must have a safety switch. This safety switch must ground the ignition and the electric fuel
pumps on spark ignition motors and shut off the air intake on diesel motors.

4. No batteries are allowed inside the cab of the vehicle.

5. All pulling vehicles will have a dead man throttle that will automatically return to a closed position.
Throttles will work in a forward to reverse motion, forward being open.

6. All pulling vehicles must have a starter interrupter switch that will allow starter engagement only in
neutral or park position on the transmission gear selector.

7. All vehicles using a foot throttle must use a toe strap. Exception is a stock vehicle.

8. All vehicles using an automatic transmission must have a positive reverse gear lockout.

9. Drivers must be seated and in control of the pulling vehicle any time the motor is started or being
started.

10. The tech person or presiding official has the right to stop and disqualify any Competitors or pulling
vehicle they feel is unsafe.

11. Any Competitors found under the influence of intoxicating agents before or during competition will be
disqualified.

12. Seatbelts are required to meet or exceed 16.1 SFI Spec on all driver restraint assemblies except for
street licensed trucks where the normal seat belt and shoulder harness is acceptable.

13. All pulling vehicles must have a neutral safety light.
a. A white light, automotive quality, a minimum of 2 inches in diameter, must be mounted within 6

inches of hooking point.
b. A light in the driver’s compartment must be operated from the same system.
c. Both lights, and the starter interrupter switch, will be operated from of the shifter lever.

14. USA-EAST reserves the right to handicap any vehicle or vehicle type that is dominating a particular class
or division. Dominating will be determined by the USA-EAST Executive and Tech Committee. USA-EAST
reserves the right to alter rules due to safety concerns or for the betterment of
the sport at anytime.

15. USA-EAST reserves the right to refuse ANY competitor the right to attend or participate at any event.
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SAFETY SWITCHES

SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.
1. On all spark ignition engines, the kill switch must break or ground the ignition. Vehicles

equipped with spark ignition and electric fuel pumps must also break current to the fuel pump.
2. Kill switches on diesel motors will have the following;

a. Air shut off will consist of a cap that closes over the end of the air intake pipe and
must be spring loaded to a closed position.

b. Air shut off must also be operated from the driver’s seat.
c. Vehicles equipped with spark ignition and electric fuel pumps must also break current

to the fuel pump
d. Air shut offs consisting of a butterfly flap inside a pipe will not be accepted.

3. Kill switches must be able to be operated from the drivers seat.
4. Kill switches will be securely mounted to the back of the vehicle and have a 2-inch diameter

ring (at least 1/8” thick) to attach to the sled.
5. A tie wrap will be used during tech to show vehicles have been subject to tech inspection. A

1/4” hole will be used to securely hold the tie wrap just above the kill switch.

FUEL
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. Acceptable fuels are gasoline, diesel fuel, alcohol and methanol. No fuels in pressurized containers.
2. No oxygen carriers or combustion accelerators.
3. No nitrous oxide, nitro methane or propylene oxide.
4. Top Lube is allowed, but no nitro base top tube will be accepted.
5. All competitors are required to report to the scales with full fuel tanks.

WEIGHT
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. Any weight lost while hooked to the sled and under the green flag will result in disqualification. Any
weight hitting the ground and still attached to the pulling vehicle will also result in disqualification
(internal breakage excluded). No rubber straps or ‘Bungee Cords’ are allowed to hold weights in place.

2. No vehicle weighing more than the class will be accepted.

BRAKES
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. All pulling vehicles must have adequate stopping brakes.
2. All tractors and TWD trucks must have working individual rear wheel brakes.
3. All 4x4 trucks must have complete working front or rear brakes. Driveline brakes are accepted if not

stock.
4. All brakes in the driveline must be shielded 360 degrees with 5/16-inch steel or 3/8 aluminum, around

the brake components. Ends must be enclosed in 1/8 inch steel or aluminum, no cast metal is
permitted to the used as part of shield.

FENDERS
1. All tractors must have some type of barrier between the driver and tire. Barrier must be capable of

supporting the driver’s weight.
2. Super Stock and Pro Stock Tractors must have a barrier a minimum of 6 inches wide at the bottom

increasing to 36 inches wide at the top between driver and tire. Barrier must curl out at least 6 inches
from vertical over tire in the same configuration as tire.
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SEATS
1. All tractors must have a strong, rigid seat.
2. Tip seats will be securely fastened while pulling.
3. Seats must have side rails that are a minimum of four inches above the seat and must extend a minimum of ½

the distance from the back of the front edge of the seat.
4. Rails are to be made of ½ inch pipe or equivalent.

ENGINES
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. All automotive type engines must be equipped with a stock type Harmonic Balancer. Vehicles must use a
¼ inch steel shield 360 degrees around the balancer. The shield will be at least one (1) inch wide and no
more than one (1) inch away from the balancer. There must be two tabs, two in front of the balancer to
keep the balancer from working forward. Tabs will be at least one (1) inch long and ¼ inch thick and 180
degrees of each other. A bolt is required in the end of the crankshaft, to hold the damper pulley. Water
pump may be used as part of shield. Where no shield is present, harmonic balancer must meet SFI Spec.
18.1.

2. All engines must have a deflection shield, running the complete length of the block casting. Shield will be
securely fastened and must be .060 inch thick. Starters, exhausts, fuel pumps, etc., will not be
considered as part of the shield.

3. Shielding on in-line engines will run from hood to two (2) inches below crankshaft throw. Shield must be
complete; no holes accepted. Shielding must extend the complete length of block and be securely
fastened.

4. Shielding must be made of aluminum or steel (minimum of .060 inch thick).
5. Shielding on v or y type engines must be from the base of the head to two (2) inches below crankshaft

throw. Frame may be used as all or part of the shield, provided it is solid and covers the required area.
6. All side shields must be solid.
7. Any engine driven fan must be shielded 360 degrees with 1/16 steel minimum, no less than ¼ inch past

back edge of fan and no more than one (1) inch from the radiator.
8. All diesel engines must have manual three-way dump valve installed ahead of the injection pump, to be

operated from the dash panel.
9. All turbocharged engines must have 2 3/8” grade 5 bolts in the vertical portion of exhaust. Bolts must be

installed 90 degrees to each other within one inch (1) of each other.
10. All turbochargers mounted outside normal engine shielding will be shielded in .060” steel. All

intercoolers mounted outside of normal engine shielding must be .060” aluminum.
11. All supercharger drive components must be shielded on top and sides with .060” steel or 1/8” aluminum.

Side is defined as to the centerline of bottom pulley. Shield should be wider than drive components.
12. All vehicles using an automotive type supercharger must use an aluminum blower stud, SEMA specs,

6061 T-6 to secure blower to intake manifold. Blower straps meeting a SFI 14.1 Spec. are required at all
events and must be SFI approved.

CLUTCHES AND BELL HOUSING
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. All engines using a clutch flywheel assembly will run a full block saver plate. Material must be ¼”
aluminum or 3/16” steel minimum. There will be a minimum of five grade 5 or better bolts to secure
plate to bell housing.

2. All automotive type engines using a clutch will use a ¼ inch, one piece, SFI 6.1 containment bell
housing.

3. One cooling hole will be allowed in the bell housings one (1) inch max. diameter. Hole must not be in
explosion area of bell housing.

4. No welding will be allowed in the explosion area of the bell housing.
5. No chemical milling permitted.
6. There will be five 3/8” bolts or four ½” bolts to secure bell housing to transmission.
7. All inspection maintenance holes must be approved by USA-EAST.
8. Crower stand adjustment slots will be accepted.
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9. Four 3/8” grade 5 or better bolts are required, in top half of bell housing to block. Four additional bolts
3/8” grade or better, will be mounted between existing bolts in top half of bell housing to secure bell
housing to block saver plate. Six evenly spaced grade 5 or better bolts are required on bottom half of
bell housing.

10. Any vehicle using two blown or turbocharged automotive engine, three naturally aspirated or any
industrial, marine or aircraft engine that is turbocharged or twin-staged supercharged on one clutch,
must have a liner in the bell housing.

11. All clutches on aviation, marine and/or industrial engines must be approved by USA-EAST.
12. No cast iron clutch components or flywheels will be allowed.
13. Billet steel, aluminum or magnesium flywheels will be accepted.
14. Clutches, flywheels and related components must be mounted to engine on vehicles using automotive

type engines.
15. All competitors will be required to present a signed and notarized document regarding their use of an

approved clutch in their vehicle.
16. USA-EAST will reserve the right to inspect any clutch or components at any time.

AUTOMATIC TRANSMISSION
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. The use of torque converters, automatic shifts, etc., will be permitted.
2. All vehicles using an automatic transmission must have an SFI Spec. 29.1 automatic transmission flex-

plate. No cast iron accepted.
3. All automatic transmissions must have an approved safety blanket over the torque converter area. A full

length safety blanket is required. Automatic transmission shield or tractor blanket must meet SFI Spec.
4.1.

4. All vehicles using an automatic transmission will use a positive reverse gear lockout.

DRIVELINE SHIELDING
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. All vehicles with planetary rear ends will have the drive line totally enclosed with 5/16” steel or 3/8”
aluminum. The inside diameter will not be more than two inches larger than the largest universal joint.
No more than ¼” of driveline will be visible. Bolts holding the shield together will be 3/8” grade or
better, bolted every two inches or closer.

2. Maximum length of the driveline on a modified tractor is 48 inches.
3. FWD pickups will have 3 loops per shaft, evenly spaced on driveline, 3/8” aluminum or 5/16” steel

thickness, 2” maximum away from driveline.
4. Loops on all drivelines must be round.
5. All other vehicles not using planetary rear ends must have loops 360 degrees around driveline, 2 inches

away from driveline, made of 3/8” aluminum or 5/16” steel, and spaced every 36 inches.
6. All u-joints must be shielded 360 degrees with 3/8” thick aluminum or 5/16” thick steel. Shield will be

6” long minimum and centered on u-joint. Inside diameter of shield will be no more than 2 inches larger
than u-joint. If aluminum is used on u-joint shield, a 1/8” insert will be put inside of shield at u-joint area
6” wide.

7. Any input or output may extend more than 4” to a bearing.
8. All intermediate shafts between the transmission and transfer case will be totally enclosed in 3/8”

aluminum or 5/16” steel, ¼” of shaft may be visible.

HITCHES AND DRAWBARS
SEE INDIVIDUAL CLASS RULES FOR SPECIFICS FOR THAT CLASS

1. No cam hitches or cam type rear-ends allowed. Hitch must be rigid in all directions. Hitch length or
height cannot change before, during, or after the pull.

2. All classes through 7500# must meet the following requirements:
3. Drawbar must be a minimum of 2 square inches total steel material at any point. This will include

the area of the pin with the pin removed; pin will be 7/8” minimum.
4. Must be a steel hitching device, not more than 1 ½” by 1 ½” square stock (1 ½” round stock), nor

less than one inch by one inch (1 1/8” round stock) and must be 3” minimum to 3 ½” maximum
opening
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5. All classes 7500# over must meet the following requirements:
6. Drawbar must be a minimum of 2 ½” square inches total steel material at any point. This will

include the area of the pin with the pin removed; pin will be 15/16” minimum.
7. Must be a steel hitching device, not more than 1 ½” by 1 ½” square stock (1 ½” round stock), nor

less than one inch by one inch (1 1/2” round stock). All drawbars will have an opening minimum of
3.5” X 3.75”inches.

8. Tractors:
a. Minimum hitch length is 18” from center of rear axle to hook point measured horizontally.
b. Hitch height 20”, and must be parallel to the ground. It is recommended to have hitch cut

from one solid steel piece with no welds.
9. Four Wheel Drive Trucks

a. Hitch height is a maximum of 26” before, during and after the pull.
b. Hitch must be rigid in all directions and solidly mounted to frame.
c. Pulling point can be no more than 1 ½ inches from back edge of hitching device.
d. No chain or cable allowed in hitching device.

STABILIZER BARS
SEE INDIVIDUAL CLASS/DIVISION RULES TO SEE IF THIS APPLIES TO YOUR CLASS.

1. Stabilizer (wheelie) bars may in no way be connected to drawbar assembly.
2. Stabilizer bars must support the weight of the vehicle for the heaviest class it will complete in.
3. Stabilizer bars are required in all classes, except for FWD trucks.
4. Tractors

a. Modified tractors where hitch and wheelie bars are connected to the same frame – the bars
must be fastened at least four inches ahead of the hitch.

b. Stabilizer bar will extend a minimum of 32 inches behind the center of the rear axle. Stabilizer
bar height is no more than ten inches off the ground. Pads will be allowed from outside of one
pad to the other.

c. There must be a brace that extends vertically twelve inches from rear most tips of the skid pads.
d. There must be a support brace extending inward to frame axle or top of stabilizer bar arms.
e. The vertical brace should extend rearward a minimum of two inches from radius of rear tire.

PULLING CONTEST PROCEDURES
1. Entry: Upon arrival to pull, go immediately to registration office and enter all the classes the vehicles

will participate in.
2. Vehicle may enter more than one class, but may enter only once in each class.
3. Events are ‘open to the world’ – NO memberships are required to enter.
4. Participant must be a member of USA-EAST in order to collect points, and competitors may join at any

USA-EAST event.
5. All Competitors must be registered at least one-half hour prior to the pull.
6. Pulling order will be determined by ‘luck of the draw’ at sign-in.
7. Should a Competitors be forced to withdraw from a class due to breakage from a previous class, the

competitor must notify officials before class begins to receive a refund. Entry money will not be
refunded if Competitors does not scratch before the class starts.

8. Once a Competitor has hooked to the sled, he will not be refunded entry fee money.
9. No competitor may compete in a class, once the class has started if arriving late.
10. The only approved late entries accepted will be those Competitors that have made prior arrangements

with the registration official prior to arriving.
11. Competitors will earn no points if entry fee is refunded.
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CONTEST PROCEDURE
1. Any contestant under 18 must have written consent from a parent or guardian and prior approval by

the USA-EAST executive committee and their insurance carrier.
2. Contestant may not be allowed to participate due to emotional or physical reasons. Examples:

drinking, illness, etc.
3. Only the driver will be allowed on a vehicle when it is being towed or driven. No riders on tow tractors

or track equipment.
4. Someone must be on vehicle at ALL times while engine is running.
5. Vehicle must be in neutral or park while hooking to or unhooking from the sled. Driver must also raise

hands while hooking and unhooking.
6. Anyone standing closer than 35 feet from pulling track will be disqualified and shall receive no refund

or points and money. Second offense will include $100 fine and third offense, suspension (TBD) and a
$200 fine. Rule includes driver, pit crew, family members and friends of the driver.

7. Any driver or crew member found under the influence of drugs or using intoxicating agents in the track
area will be disqualified. Track area is defined as 35 feet surrounding the track

8. No video taping is allowed closer than 35 feet from track or in designated area.
9. At all events, a driver’s meeting will be held before the event starts.
10. The first Competitor in the class will have the option of test Competitor. The test Competitors may

accept their distance, come immediately back or drop to ANY position in the pulling order. The finish
flag official must be informed of their decision before leaving the track. No other contestant will be
given the option of test Competitor.

11. A pulling vehicle may drop to any position in the class due to mechanical breakage. This will count as
the 1st of 2 attempts for the vehicle to make a measurable distance. This is allowed by the track
judge’s discretion. Safety equipment does not qualify for a mechanical problem.

12. A competitor has three minutes to hook to the sled after track is ready or if after competition director
and/or head flag calls them to the sled. Failure to do so will result in DQ with no refund of entry.

13. Competitors may spot the sled anywhere in bounds and behind the starting line if they wish. This must
be done while sled is returning to the starting line. Only one sled spotting is allowed.

14. All pulls will start with a tight chain. No jerking of sled. Excessive sled jerking may cause DQ.
15. Excessive loss of liquid will results in disqualification, if vehicle is under the green flag. If vehicle is

flagged, pull will be measured from the point of the red flag being issued. Failure to stop will be cause
for disqualification. Excessive is defined as any steady or intermittent steam equal to a spot on the
track of eight (8) inches in diameter.

16. Pulling will be over when forward motion stops. Competitors must stop immediately when flagged.
17. Any vehicle that goes beyond track side boundaries will be disqualified.
18. When there is a re-pull caused by a contest malfunction, the competitors may drop to ANY position or

pull again immediately. Competitors may not move any weight.
19. All pulls will be measured to the nearest ½ inch unless a laser is used.
20. When possible, all contestants must drive on and off the track. Tow starting will be done as a last

resort and under track judges discretion
21. USA-EAST reserves the right to interpret any and all rules that are in force. Adoption of new rules could

become necessary to promote safety or to benefit the sport.
22. Judges decisions are final and un-appeal able on any point of controversy. Disagreement will result in

disqualification.
23. Any Competitors abusing an official sponsor or other USA-EAST personal both verbally and/or

physically, will be disqualified for that event and will be asked to leave.
24. All pulling vehicles must pass a tech inspection and meet all safety requirements before they can pull

at any event. USA-EAST reserves the right to fully inspect any vehicle at any time. Refusal to do so will
results in disqualification.

25. No competitor may compete in a class, once the class has started if arriving late. The only approved
late entries accepted will be those Competitor’s that have made prior arrangements with the
registration official prior to arriving.

26. All competition vehicles must report to the scales full of fuel.
27. Boundary line will be 310’ long to start the pull, even though a full pull is set at 300’. Competitor may

not touch white boundary lines at any time even within the added 10’ at the end of the track.
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ALL-AMERICAN
“SMOKER SERIES” TRACTORS

ADOPTED: OCTOBER 25th, 2009
The rules promulgated in these rules are intended as guidelines for the sport SUPER STOCK and PRO STOCK tractor pulling. Each
owner or driver who participates in pulling events operated under these rules is fully responsible for the safety of his equipment.
Nothing herein should be construed as a guarantee against injury or death to participants, crewmen, family members, bystanders
or spectators. Each participant at a Full Pull Productions pulling event must assure that their equipment and replacement
equipment throughout the season meets the safety requirements for this class.

All tractors not running an approved roll over protection will be required to have a 47.1 SFI Spec. roll-over protection.

1. Component Tractors are permitted in the “Smoker Series”.
2. A “Smoker Series” Tractor chassis shall consist of the following:

a) Stock motor block or O.E.M. block that will operate with the stock crankshaft for that model
without any alterations for chassis mounting. Approved replacement blocks are acceptable.

b) Stock transmission housing or an approved O.E.M. replacement.
c) O.E.M. block cannot be altered in any way externally, except for normal repair or for mounting

fuel injection pumps. Internal webbing and water jacket to remain intact with provisions to re-
bore motor block.

d) Frame must remain stock from rear of the engine block to rear of all SS tractors.
e) Clutch housing, transmission case, rear end housing and axle housing must be O.E.M. No

aluminum replacements.
f) All alterations in this rule concerning stock block or O.E.M. must be approved by USA-EAST.
g) USA-EAST may restrict the maximum turbo boost in any after-market replacement block.

3. Super Stock tractors will compete at 9500 pounds.
4. All Super Stock tractors will be limited to two (2) valves per cylinder.
5. One piece main cap bearings allowed, one piece main cap, not considered a girdle.
6. “Smoker Series” Tractors must have hood and grill in place as intended by manufacturers.
7. Wheelbase: Maximum 114 inches with Maximum Length of thirteen feet from center of rear axle to

forward most part.
8. Super Stock Tractors (diesel) are limited to four turbo-charges and only three pressure stages.
9. All turbocharged engines on “Smoker Series” tractors will have one cable totally surrounding the engine

block and head.
a) The cable will be 3/8 inch diameter and will be between the first and second cylinders.
b) Cable must pass through the exhaust manifold port area.
c) Cable must have a minimum of two clamps at all splices.
d) Cable will have 4” to 6” inches of slack.

10. Intercoolers are permitted on Super Stock Tractors.
11. All “Smoker Series” tractors must have a shield between driver and tire to consist of a solid barrier

between driver and any part of the rear tires, sufficient to support the weight of the driver. The barrier must
be a minimum of 6” inches from the vertical out over the tire configured as the tire.

12. A deflection shield between driver and engine from top of hood to top of torque or transmission housing or
clutch housing is required. Deflection shield must go from side shield to side shield. This also provides a
flash fire barrier.

13. All Super Stock, Pro Stock, and Super Farm tractors are required to have an approved bell housing blanket
that meets the following specifications:

20 ply ballistic nylon or 20 ply Kevlar style 713 netting construction. 17 inches wide and long enough around the bell housing with 6
inches of overlap, secured with six 2” wide nylon web straps, with a steel “D” ring on one end and sewn the length of the blanket
(except overlap area) and long enough to pass back through the “D” ring and to be tied in a saddle cinch and with four two inch nylon
webs retaining straps, each at the front and back blanket.

14. Super Stock Tractors may run up to four turbo chargers, but is limited to three (3) pressure stages.
15. No Four-Wheel drive tractors.
16. All rules in the general rules section also cover Super Stock tractors, unless otherwise stated.
17. Pro Stock and Super Farm tractors may run in the “Smoker Series”, but they must meet any and ALL safety

requirements for the Super Stock division. A Limited Pro Tractor is welcome to pull in the “Smoker Series”
but must be a member of USA-EAST in order to enter the “Smoker Series”.
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18. All “Smoker Series” Tractors will run a safety tie bar system or a one-piece frame rail secured to the rear
axle housing.

a) Tie bars will be mounted to axle housing with at least four (4) axle housing bolts.
b) Tie bars will extend forward of bell housing area and be fastened to the side of the block with a

minimum of two 5/8” bolts.
c) Tie bars will be of sufficient strength to support weight of tractor with the bolts used to split

tractor removed.
d) All safety blankets must be mounted inside tie bar system.

PRO STOCK TRACTORS in “SMOKER SERIES”
1. Pro Stock tractors will run within the “Smoker Series” at 10,000 lbs.
2. Pro Stock tire size will not exceed 24.5 x 32.
3. Pro Stock cubic inch limit is 680 CID.
4. One turbo-charger is allowed, as is one (1) pressure stage and one (1) air compressing device.
5. Acceptable fuel is diesel fuel only. Tractor must run the original stock fuel for make and model.
6. No combustible agents allowed in water injection.
7. Intercoolers are permitted in Pro Stock Tractors
8. All Pro Stock Tractors must have SFI approved roll over protection.
9. The engine placement can be no farther forward than 60” from the center line of the rear axle.
10. The front nose of the crankshaft can be no lower than 4” of the center of the rear axle.
11. Maximum wheelbase permitted is 114”.
12. Aftermarket replacement blocks are permitted. If NOT OEM – block must be approved in advance

by USA-EAST.

ALCOHOL TRACTORS in “SMOKER SERIES”
1. Tractors using alcohol are welcome to compete within the “Smoker Series”.
2. Tractors using alcohol as a fuel may NOT collect points in the “Smoker Series”.
3. All alcohol tractors are considered ‘Super Stock’ in this division.
4. Officials may alter the weight for Alcohol Tractors (Domination Rule)
5. Officials may alter the drawbar height for Alcohol Tractors.

ALCOHOL TRACTORS WILL FALL INTO TWO CLASSIFICATIONS OR CATEGORIES:
A. Alcohol Tractors with no more than 504 cubic Inches

1. Maximum weight to be 9500 pounds.
2. Over head cams are NOT permitted.
3. Tractor is limited to two turbo-chargers.
4. Normal drawbar height of 20 inches will be utilized
5. Tractor may compete in all (100%) of “Smoker Series” scheduled events.
6. Tractor will NOT collect points in the “Smoker Series”.

B. Alcohol Tractors over 504 cubic Inches
(Unlimited Super Stock)

1. Maximum weight to be 8000 pounds.
2. Over head cams are permitted.
3. Tractor is limited to four turbo-chargers with only three

pressure stages.
4. Drawbar height will be set at 18 inches.
5. Tractor may compete no more than three (3) of “Smoker

Series” scheduled events. The owner of the tractor shall
decide upon which three events to participate.

6. Tractor will NOT collect points in the “Smoker Series”
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2010 FULL PULL PRODUCTIONS
LIMITED PRO STOCK -- SUPER FARM TRACTOR RULES

ADOPTED: OCTOBER 21st, 2009
The rules promulgated in these rules are intended as guidelines for the sport of LIMITED PRO STOCK and SUPER
FARM tractor pulling. Each owner or driver who participates in pulling events operated under these rules is fully
responsible for the safety of his equipment. Nothing herein should be construed as a guarantee against injury or
death to participants, crewmen, family members, bystanders or spectators. Each participant at a Full Pull
Productions pulling event must assure that their equipment and replacement equipment throughout the season
meets the safety requirements for this class.

WEIGHT
Limited Pro Stock Tractors: 8700lbs. Super Farm Tractors: 9300lbs.

Weight may be adjusted through the course of the season in order to keep the class competitive
TIRES
Maximum tire size is 24.5. Double Cut Tires are permitted.
ALL TRACTORS are required to have the following approved safety equipment:

1. Driver’s safety uniform shall be the same as Pro Stock Tractor requirements
2. Approved blanket or blow proof bell-housing required. Blanket must be of sufficient size and

length to completely cover the ‘rear most part’ of the bell housing.
3. Clutch must be a high-performance type. Absolutely NO cast iron components allowed.
4. ROPS style roll over protection is required
5. A five-point harness is required (See Pro Stock rules)
6. Approved kill switch is required (See Pro Stock rules)
7. Wheelie bars must support the weight of the tractor
8. All tractors must have side shields
9. All tractors must have fenders
10. A second (safety) hitch is not required for this class.
11. The use of front ‘skid plates’ is recommended and may be mandatory for 2011.

LIMITED PRO TRACTORS
1. 540 cubic inch maximum
2. No overhead cams. No component rear ends. No aluminum heads. No Intercoolers.
3. OEM intake only. Any exhaust is permitted.
4. OEM stock head for the series of engine used is required.
5. Diesel is the only approved fuel – use of ALCOHOL is strictly prohibited in either the fuel or the

water injection. Each tractor is subject to both fuel and water sampling at each event. Failure
to submit to immediate testing will result in disqualification from that event and barring from
competition for the remainder of the season.

6. Pressurized containers for fuel are not permitted.
7. Any tractor using a deck plate must be cube checked prior to the 1st day that the tractor is

entered into competition by a certified official and at the full cost to the owner of the tractor.
This may not be done on the same calendar day as competition!!

8. Tractors are allowed a single (1) turbo charger with any manifold modifications necessary to the
mount the turbo charger. Manifold pressure may be a single stage only.

9. Legality of the injector pump by officials is based on the visual inspection of the outside housing
and not the inner workings of the injector pump.

10. ‘A’ PUMP: Only one plunger per cylinder and one injector per cylinder are permitted. All ‘A’
pumps must be derived from the German Bosch design. Tractors will weigh in at 8500lbs.

11. ‘P’ PUMP: The use of a ‘P’ Pump in this class in 2010 will be strictly limited to those tractors
with a cubic inch displacement of 400 cubic inches or less. Tractors will weigh in at 9300lbs.

12. No sigma pumps OR MW pumps are permitted.
SUPER FARM TRACTORS

1. 640 cubic inch maximum
2. No overhead cams. No component rear ends. No aluminum heads.
3. Intercoolers are permitted
4. OEM stock intake and exhaust manifolds for that model or series engine.
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Big RigsSM Pulling Series
COMPETITION RULES FOR 2010

The rules promulgated in these semi truck pulling rules are intended as guidelines for the sport of Big Rigs Modified Semi
Truck pulling. All rules for this class have been prepared by and adopted by USA-EAST SLED PULLING for the 2010season.
Rules and implementation of same are strictly the responsibility and duty of Full Pull Productions, Inc. and the USA-EAST
sanctioning body.

Each owner or driver who participates in pulling events operated under these rules is fully responsible for maintaining the
safety of his equipment throughout the 2010 season. Nothing herein should be construed as a guarantee against injury or
death to participants, crewmen, family members, bystanders or spectators. Each of the pulling events in the 2010 will be
sanctioned through USA-EAST SLED PULLING.

IN ORDER TO COLLECT POINTS IN THE BIG RIGS PULLING SERIES IN 2010
A VALID MEMBERSHIP WITH USA-EAST IS REQUIRED

TRUCKS ARE PERMITTED TO ENTER AND COMPETE WITHOUT ANY MEMBERSHIPS

A. GENERAL RULES
1. Vehicle must be stock appearance for that year, model and make of truck.
2. All competition vehicles must have a firewall between the engine compartment and the driver's

compartment. No holes except for controls. Holes must be no larger than one-half inch larger in
diameter than the control that passes through.

3. Driver in POINT EVENTS must wear an approved fire suit and an approved helmet. Driver must wear
driving shoes or leather boots. No sneakers or tennis shoes are permitted. Driving gloves are
required and a fireproof head sock must be worn.

4. All competition vehicles must have universal joints shields. Any shaft longer than ninety inches must
have safety loops. Driveline shields must be 360 degrees with a minimum of 5/16th steel.

5. Fans must have fiberglass blades. A complete shroud must encircle the fan area (360 degrees) and
be securely attached. A heavy fiberglass shroud is highly recommended.

6. All vehicles must have working brakes on all rear wheels.
7. All exhaust systems must discharge vertically. No rain caps are permitted. Turbo-charged engines

must have two 3/8 inch grade five bolts in some portion of the exhaust pipes. These bolts must be
installed within 1” of each other and at a 90 degree angle to each other.

8. A fire extinguisher (minimum 2.5 pound dry-powder type) is required and must be in working order
with gauge fully charged. Fire extinguisher must be within reach of the driver.

9. All vehicles must be equipped with a securely fastening lap belt with a quick-opening clasp. The lap
belt must be used when the vehicle is hooked to the sled.

10. All vehicles must be in neutral when being hitches or unhitched from the weight sled. Driver's hands
must be off the steering wheel and visible to the track official at the same time.

B. AXLES
1. Only tandem drive axle semi trucks will be permitted to compete. No front wheel drive will be

permitted. No single axle trucks. No dump trucks. No specialty trucks (well-drilling, wreckers, boom
trucks, etc.) will be permitted to compete.

2. Airbags or air springs and/or all mechanical lift mechanisms on front steering axles are NOT
permitted.

3. The rear drive axle must be secured tightly by chain or other device to the frame to maintain the legal
hitch height while hooked to the sled; no devices may be used that may alter the hitch height while
semi is pulling. Chain binders are NOT permitted. At no time may rear axles lose contact with the
ground while the truck is hooked to the sled.
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D. ENGINE AND TRANSMISSION
1. One production-available commercial truck engine ONLY will be permitted. Engine must have been

available in road use trucks. No multi-engine vehicles may enter any competition. No non-
commercial truck engines (car, pick-up truck, military, aircraft, etc.) are permitted. No specialty
engines such as Arias, Keith Black, Rodeck, etc. are permitted. NOTE: The legality of the Cummins
QSK-19 has been approved for the Big Rigs Series since 1998 and is non-contestable.

2. Only two (2) air stages are permitted on the engine - turbo-charger (or) super chargers.
3. Turbo-chargers must be shielded by a minimum of 5/16 fiberglass, or 1/8 inch aluminum hood.

Turbo-chargers located outside will follow super stock tractor rules.
4. Ether bottles used as starting aids only may be permanently mounted to the vehicle using an OEM

system. All lines must be completely visible and traceable.
5. Transmissions and rear ends must be commercial semi-truck factory components.
6. All engines must have suitable side shields in place.
7. All automatic transmissions must be covered and protected by an approved scatter blanket.
8. All competition vehicles are required to have steel clutch assemblies. No cast assemblies permitted.

All bell housings must be covered with and protected by an approved blanket.
9. Flywheels are to be steel plate or steel billet and are subject to an annual or semi-annual review.
10. Only mechanically activated clutches are permitted.
11. Pulling vehicles must be equipped with an operating starter interrupter switch that will allow starter

engagement only in the neutral position.
12. A diverter valve that will permit fuel to return to the fuel tank in the case of an emergency is

required.

F. HITCH
1. All BIG RIG trucks are required to have a frame mounted hitch assembly. Hitch can have no

connection to rear axle or bumper bar assembly.
2. Hitch may be no shorter than 34 inches, measured from the center of the rear axle to the point of

hook, and no longer than 30 percent of the wheelbase.
3. A minimum of 3 3/4 inch hole required for chain hook
4. Hitch must be a minimum of three square inches of total material (steel) at any point. This includes

the area of the pin with the pin removed.
5. The hook point can be no more than two inches from the back edge of hitching device.
6. Maximum hitch height 18 inches and be adjustable from 16-20 inches. The area five inches wide

and 12 inches high directly above the drawbar must be free of all obstructions. (including weights)
7. No chains or cables are permitted
8. Trucks are required to pull from the standard 46 inch sled chain.

G. KILL SWITCH
1. All vehicles must have an operable kill switch on the right side of hitch and located directly in line

with the point of hook. A minimum of a two inch solid ring is required for connection with a minimum
of 1/8 inch cross sectional thickness. The sled cable will be attached to this ring.

2. On all diesels, the kill switch must activate the air shut-off. Shut-off must be placed ahead of any
turbo-chargers. A cable may be used for this purpose, but must have positive-type enclosed cable for
the shut off. This cable must be 100% free of any obstructions. The cap must have a spring-loaded
closing mechanism. System to be deemed acceptable must a least prevent any building of boost. It
is recommended that a gasket/seal arrangement be used to more effectively shut off all air flow.
Control for the driver will not be the same as for the sled.

3. Diesel engines with an electric fuel pump must have a break-away plug that will attach to the kill
cable. This break-away plug must break all contact to the fuel pump and cause the fuel pump to
immediately stop.

4. Diesel engines are required to install a minimum of a manual ball shut-off ahead of the fuel supply
that can be operated within easy reach of the driver.

5. On all spark ignition engines, the kill switch must break or ground the ignition. Vehicles equipped
with spark ignition and electric fuel pumps must also break current to the fuel pump.

6. All Big Rigs semi trucks running for POINTS must be equipped with a master electrical disconnect.
7. Ignition engine must have a bar-type master shut-off switch within easy reach of the driver.
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8. Kill switch ring must be secured with a single nylon tie wrap (1/8"). The tie wrap must be broken in
order for a re-pull to be approved.

H. TIRES
1. All tires must be road use approved tires and available to the public. Dual wheels and dual tires must

be used on the rear axles. No chains or cables permitted. No cutting of tires is permitted. Maximum
tire size limited to; 11x24.5 x 8.25 (or) 10 x 22 x 8.25

2. No split rim or wedge lug type wheel allowed. No spoke type wheels. Wheels must be bud type.

I. WEIGHTS or ADDED BALLAST
1. Maximum weight for any truck will be 20,000 pounds. Scales will be used at all POINT events.
2. Weights cannot extend rearward more than 51 inches from the center of the rear axle. (weights

included)
3. Weights cannot extend more than 24 inches from the farthest point forward of the vehicle.
4. Weights must be securely mounted. If weight hits the track during competition (under the green

flag), vehicle will be disqualified.
5. Weights must not interfere with the hooking of the sled to the hitch.
6. No moveable weights are permitted during competition. (Such as hydraulic controlled weight racks

or boxes).

WATER INJECTION SYSTEMS
Alcohol in any form is strictly banned from use in The Big Rigs Pulling Series. The water injection system
may be tested at any time to determine the presence of alcohol.

FUEL TESTING PROCEDURES
1. All forms of nitro-methane including nitrous oxide and propylene are illegal as a fuel or as a fuel

additive for pulling competition. Legal fuels for diesel engines are diesel fuel, soluble oil and water.
NOTE: Two-cycle oil has also been used in the past and will be permitted in 2010.

2. Officials have the right to check fuel at any event and at any time that they deem necessary.
3. Any registered competitor may file a protest along with a cash fee of $500.00 to force a fuel check

on any other competitor at any time. Costs of conducting a 'lab testing' may be deducted from the
protest fee.

4. The engine must be running when the fuel sample is collected. It is mandatory that a qualified driver
be seated behind the wheel during this process.
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2010 STREET LEGAL SEMI TRUCKS
FULL PULL PRODUCTIONS, INC.

This class is for STREET LEGAL and STREET LICENSED semi trucks. Trucks in this class are
expected to be regularly driven on the highway. Any truck that dominates in the class may be

handicapped. This is truly an OPEN class for all semi trucks, but it is definitely NOT a PURE
STOCK class.

LEGALITY OF ENTRY
All entries must be a Street Licensed Semi Truck. The owner must furnish a current registration card for the
vehicle at the time of registration and the driver must have a valid CDL license. Truck must be capable of
pulling a trailer on the highway. All trucks must be driven to the pulls.

SAFETY CONSIDERATIONS
No riders are permitted in truck during pull attempt. Driver may not leave the driver's seat while vehicle is on
the pulling track. Driver will take all direction from the flagman on the track.

HITCHES
Trucks that compete regularly are required to have their own hitching device that is subject to approval by the
head tech official at each event. This hitch must work from the 5th wheel with the 5th wheel centered between
the two rear axles. The hitch must be
adjustable so that the height from the
ground to the point of hook is between 18”
and 22” + or – 1”. The promoter will provide
hitches at each event. The hitch will be
measured immediately before the semi
hooks to the sled.

AIR BAGS
The use of air bags is permitted. However
no air may be added to or removed from the air bags while the truck is hooked to the weight transfer machine.
The height of the hitch must remain the same from start to finish. Any change in the hitch height will be cause
for disqualification.

WEIGHT OF TRUCK (22,000 LB. MAXIMUM)
The truck shall appear 'road ready'. No added weight or ballast is permitted. Special trucks, such as oil field
trucks that carry additional weight that is not normally found on a 'road ready' truck are not permitted in this
class. The promoter may weigh any truck at any time. Trucks with triple (3) rear axles are not permitted to
participate in this class.

SPECIAL RULES
1. Chaining or blocking of drive axles is not permitted.

2. Water injection in any form is not permitted.

3. No ether, alcohol, nitrous or other combustible (propellant) liquid or combustible
material may be injected into the turbo-charger or any part of the air intake system.

Fifth Wheel No further forward then
the center of the front axle and no
further back then center between the
two axles
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4. Alteration/modification/replacement of the (OEM) original factory fuel pump is not
permitted. No pump may be modified with Sigma parts.

5. A Cummins engine must have a Cummins fuel pump - A Detroit must have a Detroit fuel
pump – A Cat must have a cat fuel pump.

6. No sigma pumps OR MW pumps are permitted. Normal pump diesel is the only fuel
permitted in this class.

7. A single turbo-charger is the maximum permitted. Exception: A factory 2006, 2007,
2008, 2009 & 2010 CAT twin turbo engine is permitted with the factory-installed

8. Drivers must use a seatbelt and/or shoulder harness when hooked to the sled.

9. Fifth Wheel Position- Kingpin/Fifth wheel plate position No further forward then the center of the front
axle and no further back then center between the two axles

10. There must be 66” from the
center of the tandems to the first
obstruction forward such as the
back of the truck cab, toolbox,
wet line box, etc.

11. Tandem axle spacing must be
between 60” and 52”

Must have a minimum of 66” from center of
tandems to first structural obstruction such as the
bunk, toolbox, cab, etc. This is the minimum swing
clearance needed to pull a trailer.

66” Minimum
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MODIFIED 4x4 TRUCKS {RWYB SERIES}
General Rules for 2010 Season

USA-EAST OFFICIALS RESERVE THE RIGHT TO ALTER THESE RULES BEFORE OR DURING THE SEASON
IN ORDER TO DEAL WITH SAFETY RELATED ISSUES OR TO INSURE THE COMPETITIVE NATURE OF THE
CLASS.

This is an open modified 4x4 truck class available to owners of trucks that may or
may not be licensed for the highway. Trucks do not have to be registered in order to
compete in this class. Trucks may be hauled to the pulling site. Any diesel truck
that meets the requirements for the 2010 USA-EAST PRO STREET DIESEL 4x4
TRUCK class is automatically eligible to participate in the ‘Run What Ya Brung’
Modified 4x4 division under those rules.

ANY PRO STOCK DIESEL 4X4 TRUCK THAT IS ALTERED OR MODIFIED FROM PRO STOCK
DIESEL RULES WILL WEIGH 7700LBS AND THAT TRUCK WILL BE REQUIRED TO RETURN TO THE EXACT
RULES FOR PRO STREET DIESEL CLASS IN ORDER TO COMPETE IN THE PRO STREET DIESEL
CLASS.

The provision for ‘bumping up’ from the STREET LICENSED CLASSES lies with the
head official and may or may not be available at every event. Trucks that regularly
‘bump up’ will be required to have full safety equipment. If you are not a member
of USA-EAST, please do not come to an event expecting automatically to be able to
enter the RWYB class.

Weight Class:
GASOLINE TRUCKS: 7500lbs MODIFIED DIESEL TRUCKS: 7700lbs

PRO STOCK DIESEL 8000lbs.
Weights may be adjusted by the officials during the season in order to keep the class competitive.

Weights:
Added weights are permitted. Hanging weights may not extend more than 60
inches from the centerline of the front axle. Any loss of ballast while hooked to the
sled is cause for disqualification. No fuel or water may be added to the truck after it
has crossed the scales.

Hitch:
The hitch must be stationary in all directions. The hitch's height from the ground
may not exceed 26 inches. The length of the hitch measured from the center of the
rear axle to the hitch point may be no shorter than 27% of the actual wheelbase of
the truck. The area where the hook point is at must be free and clear of any
obstructions. A truck may compete with a Reese style hitch or may pull from the
bumper as long as it meets the 27% rule. The hooking point must have a minimum
3.75 inch inside diameter opening. No lever, pivot, axis or other types of ‘trick’
hitches are prohibited. No vertical hitches, all hitches must be 33 degrees or less
parallel to the ground. A second hitch is not required in this class.

Throttle:
Either the normal foot throttle or an approved spring-loaded hand throttle will be
permitted in this class. (See General Rules)
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Kill Switch:
All trucks must be equipped with a Kill Switch per USA-EAST General Rules.

Tires:
Maximum tire size for all trucks will be 35 x 12.50R with a maximum ground
contact patch or footprint of no larger than 10.5” Tires must be DOT street-
approved tires with the DOT number made visible by highlighting so that officials
can easily see the number. Any tire without a DOT number is prohibited. Cut tires
are not permitted. Studded tires and chains are not permitted. Dual rear wheels
are ONLY permitted for DIESEL trucks that completely meet all the rules for the Pro
Street division.

Engines:
Any Cast Iron OEM Block, or any Cast Iron OEM race or OEM reproduction
performance block is permitted. The engine must be able to support a stock crank
(although a stock crank is not required). Open headers are permitted. Any cast
iron or aluminum or sheet metal intake is permitted. Unlimited engine swaps
between or within manufacturers are permitted. The engine must be in the stock
location compartment. The engine, if moved forward, must be behind the stock
position of the front grill as intended by manufacturer. Grill position must be stock
and may not be altered. If engine is moved forward, the rear (back) of the engine
block must be a minimum of twelve inches (12") behind the centerline of the front
axle. Mini Trucks (S-10, Ranger, Dakota, etc.) are permitted to run V-8 engines -
location to be the same as full-sized trucks.

GASOLINE ENGINES must be naturally aspirated – no superchargers or
turbochargers. The use of a “split carburetor” will be permitted. The fuel may be
any pump gasoline or any racing type gasoline. No cubic inch limits.

DIESEL ENGINES are restricted to 6 cylinder and 8 cylinder compression ignition
engines. No cubic inch limits are in place. Diesel engine must have been available
in a one ton or less truck from the factory. The fuel must be pump #1/#2 diesel
only. Soy or Bio-diesel fuel is permitted. Diesel engines may use an unlimited size
single (1) turbo charger OR may use a twin turbo set-up with each turbo to measure
no more than 3.00 inches at the inducer measured closest to the wheel. Compressor
wheel must protrude into three inch bore. A Diesel engine truck running with out a
muffler must have cross bolts installed in their exhaust system. All inline
turbocharged engines must have one cable totally surrounding the engine block and
head.

a) The cable will be 3/8 inch diameter and lie between the 1st and 2nd cylinders.
b) Cable must pass through the exhaust manifold port area.
c) Cable must have a minimum of two clamps at all splices.
d) Cable will have 4” to 6” inches of slack.

Master Cutoff – Diesel Engines:
A sled- and driver- operated spring loaded emergency air shut off is mandatory. The
cable must terminate into a two inch diameter steel ring.

Fuel cutoff – Diesel Engines:
All trucks must be equipped with a driver operated fuel shutoff capable of blocking
fuel flow to the injection pump. A three way dump valve is required.



- 21 -

Driveshaft Loops:
All trucks must have at least six inch wide u-joint shields around the rear u-joints
constructed of at least 1/4 inch steel or 3/8 inch aluminum that will safely contain
the u-joint and the ends of each shaft. In addition there will be at least one shaft
loop in the middle of the drive shaft. All shields must be securely mounted to the
vehicle. Any front shaft u-joint that is visible from the side of the truck must be
shielded to contain the u-joint and the end of the shaft.

Flywheel Shield:
All vehicles equipped with a manual transmission must have a flywheel shield
labeled as meeting minimum SFI Spec 6.3 or greater. Applications for which an SFI
Spec flywheel shield is not available may use a properly attached SFI 4.1 or 4.2
blanket that completely covers the bell housing may be used in place of the shield;
it must be attached to the block and extend rearward to the transmission with a
minimum six inch overlap where it is fastened.

Transmission, Manual:
After market transmissions and transfer cases are permitted. A clutch meeting
minimum SFI Spec 1.1 or 1.2 is mandatory on all vehicles that are collecting points.
All transmissions must be clutch assisted. Sequential shifters are prohibited.

Transmission, Automatic:
Aftermarket transmissions are permitted. Aftermarket torque converters, valve
bodies and internal components are permitted. Transmission brakes are prohibited.
Any non-OEM floor-mounted automatic transmission shifter must be equipped with
a spring-loaded positive reverse lockout device to prevent the shifter from
accidentally being put into reverse gear. A functional neutral safety switch is
mandatory. All transmission lines must be metallic or high-pressure type hose. All
vehicles with engines running 4500 RPM or more and using an automatic
transmission must be equipped with a transmission shield meeting SFI Spec 4.1
and must be labeled accordingly. A blanket-type shield, appropriately labeled as
meeting SFI Spec 4.1 and extending from the rear of the block to front of tail
housing with a minimum six inch overlap where it is fastened, is permitted. All non-
blanket-type shields must incorporate two (or one, per manufacturer’s instructions)
3/4 inch by 1/8 inch straps that bolt to the shield on each side and pass under the
transmission pan unless the transmission pan is labeled as meeting SFI Spec 4.1.
All vehicles with engines running 4500 RPM or more and using an automatic
transmission must be equipped with a flex plate meeting SFI Spec 29.1 and be
covered by a flex plate shield meeting SFI Spec 30.1.

Fuels and additives:
Alcohol in any form is prohibited. Nitrous oxide is prohibited. Propane is prohibited.
All other oxygen extenders are prohibited. System components used for these
banned substances must be fully removed from the truck. Fuel checks may be taken
at any time by the officials.
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Exhaust:
The exhaust on a GASOLINE vehicle may exit downward at the back of the truck or
directly out the back of the truck or straight up through the hood of the truck or
straight up at the back of the cab.
All DIESEL vehicles must be equipped so as to direct exhaust upward. Exhaust
through the hood is permitted. Two 3/8 inch diameter bolts must be placed in a
cross pattern within one inch of each other as close to the final turbo as is practical.

Driveline:
After market transmissions and transfer cases are permitted. Axle shields are
required and will be .060” thickness in steel or aluminum. Shield shall not be
mounted to axle ends or hub bolts. An access hole may be left open to allow locking
in the hubs.

Suspension:
No suspension is required. A solid suspension is permitted. Lift Kits are

acceptable.
Body:

The body must be the OEM truck body with any OEM legal wheelbase. A wooden
flatbed is permitted in this class except for dual wheel applications.

Firewall:
The OEM firewall is mandatory.

Floor:
The OEM floor pan, front to rear of cab area, is mandatory. Removable sections are
permitted.

Batteries:
Batteries must be securely mounted; they may not be located in the driver

compartment.
Helmet:

Driver must wear a helmet meeting Snell 85, 90, 95, 2000, K98 or SFI Spec 31.1
Firesuit:

Fire suits required in minimum of SFI 3.2. In flip top bodied vehicles without a
firewall or working doors, the driver
will be required to wear an SFI
approved suit.

Driver Restraint System:
The OEM restraint system is
mandatory and must be worn.

Invitational Events:
The top trucks in the USA-EAST point
race will be given first chance at end-
of-season ‘invitational’ pulls.
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PRO STOCK DIESEL 4x4 TRUCKS
The rules promulgated in these rules are intended as guidelines for the sport of Pro Stock Diesel 4x4 truck pulling. These rules have
been adopted by Full Pull Productions, Inc. for the 2010 season. Nothing herein should be construed as a guarantee against injury or
death to participants, crewmen, family members, bystanders or spectators. Each participant at a Full Pull Productions’ pulling event
must assure that their equipment and replacement equipment throughout the season meets the requirements for this class.

CLASS REQUIREMENTS
Class Jumping:

Trucks may not collect points in both the Pro Stock Diesel and the Street Licensed Diesel
classes. Trucks are permitted to collect points in both the Pro Stock Diesel and the RWYB
classes. Any truck that competes more than two (2) times in 2010 in the Pro Stock Diesel 4x4
division will be restricted from any further competition in the Street Licensed 4x4 division at
USA-EAST pulls.

Weight:
8000 lbs. Maximum. Weight with driver. All vehicles must cross the scales prior to
participating. Fuel and water may not be added after crossing the scales – except if qualified
for a pull-off.

Ballast:
Additional added weight is permitted. Hanging weights may not extend more than 60 inches
from the centerline of the front axle.

Body:
The body must be the OEM truck body. Fiberglass body parts are prohibited.

Chassis:
An OEM chassis with complete OEM floor pan and firewall is mandatory. Wheel tubs, back-
half conversions, tube chassis, etc., are prohibited. The engine must be in the OEM location
for the body used. The vehicle must retain the full factory frame.

Wheelbase:
The vehicle must retain the original factory wheelbase (+/- 1”) and track width for the body
used.

Street Equipment:
Windows must be operative per factory specifications; that is, they must open and close via
electrical or OEM mechanical means.

Engine:
The engine is restricted to 6 cylinder and 8 cylinder compression ignition engines. All vehicles
must have an OEM engine. All fuel pumps must be a “P” style pump. Engine must have been
available in a one ton or less truck from the factory. Unlimited engine swaps between or within
manufacturers are permitted.

Cooling System:
Radiators may either be in the stock location or may be moved to the bed of the truck.
Radiators must be of at least of stock size.

Exhaust:
All vehicles must be equipped so as to direct exhaust upward. Exhaust through the hood is
permitted. Two 3/8 inch diameter bolts must be placed in a cross pattern within one inch of
each other as close to the final turbo as is practical.

Fuel:
The fuel must be pump #1/#2 diesel only. Soy/Bio-diesel fuel is permitted.
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Nitrous Oxide:
Nitrous oxide is prohibited. All other oxygen extenders are prohibited. System components
must be removed from the truck.

Propane:
Propane is prohibited. System components must be removed from the truck.

Water Injection:
Water injection is permitted. Alcohol, methanol, and all other flammables are prohibited.
Commercially available pump lube is allowed.

Turbocharger:
Turbochargers are limited to dual stage set-ups. Twins are limited to a 3.0 inch inducer bore
on the atmosphere turbo; the bore will be measured using a 3.05 inch slug. Single
turbochargers are unlimited in size. Map width enhancement of .180” Maximum is
permitted. Must be in OEM location

Hitch:
The hitch must be stationary in all directions. The hitch's height from the ground may not
exceed 26 inches. The length of the hitch measured from the center of the rear axle to the
hitch point may be no shorter than 27% of the actual wheelbase of the truck. The area where
the hook point is at must be free and clear of any obstructions. A truck may compete with a
Reese style hitch or may pull from the bumper as long as it meets the 27% rule. The hooking
point must have a minimum 3.75 inch inside diameter opening. No lever, pivot, axis or other
types of ‘trick’ hitches are prohibited. No vertical hitches, all hitches must be 33 degrees or
less parallel to the ground. A second hitch is not required in this class.

Throttle:
Either the normal foot throttle or an approved spring-loaded hand throttle will be
permitted in this class. (See General Rules)

Driveline:
An OEM transmission and transfer case is mandatory. It must have been an option on a one-
ton or smaller pick up.

Driveshaft Loops:
All trucks must have at least six inch wide u-joint shields around the rear u-joints constructed
of at least 1/4 inch steel or 3/8 inch aluminum that will safely contain the u-joint and the
ends of each shaft. In addition there will be at least one shaft loop in the middle of the drive
shaft. All shields must be securely mounted to the vehicle. Any front shaft u-joint that is
visible from the side of the truck must be shielded to contain the u-joint and the end of the
shaft.

Flywheel Shield:
All vehicles equipped with a manual transmission must have a flywheel shield labeled as
meeting minimum SFI Spec 6.3 or greater. Applications for which an SFI Spec flywheel shield
is not available may use a properly attached SFI 4.1 or 4.2 blanket that completely covers the
bell housing may be used in place of the shield; it must be attached to the block and extend
rearward to the transmission with a minimum six inch overlap where it is fastened.

Transmission, Manual:
Non-OEM transmissions are prohibited. A clutch meeting minimum SFI Spec 1.1 or 1.2 is
mandatory on all vehicles. All transmissions must be clutch assisted. Sequential shifters are
prohibited.
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Transmission, Automatic:
Non-OEM transmissions are prohibited. Aftermarket torque converters, valve bodies and
internal components are permitted. Transmission brakes are prohibited. Any non-OEM floor-
mounted automatic transmission shifter must be equipped with a spring-loaded positive
reverse lockout device to prevent the shifter from accidentally being put into reverse gear. A
functional neutral safety switch is mandatory. All transmission lines must be metallic or high-
pressure type hose. All vehicles with engines running 4500 RPM or more and using an
automatic transmission must be equipped with a transmission shield meeting SFI Spec 4.1
and must be labeled accordingly. A blanket-type shield, appropriately labeled as meeting SFI
Spec 4.1 and extending from the rear of the block to front of tail housing with a minimum six
inch overlap where it is fastened, is permitted. All non-blanket-type shields must incorporate
two (or one, per manufacturer’s instructions) 3/4 inch by 1/8 inch straps that bolt to the
shield on each side and pass under the transmission pan unless the transmission pan is
labeled as meeting SFI Spec 4.1. All vehicles with engines running 4500 RPM or more and
using an automatic transmission must be equipped with a flex plate meeting SFI Spec 29.1
and be covered by a flex plate shield meeting SFI Spec 30.1.

Brakes:
Four-wheel hydraulic brakes are mandatory.

Suspension, Front:
The upper mounting point for strut assemblies must be in the factory location. Adjustable
caster/camber pillow ball mounts are permitted. The lower control arm may be strengthened
provided factory-mounting points to chassis are maintained. The lower mounting point for the
strut assembly may be modified for improved caster or camber. Strut tower braces, lower tie
bars, sway bars, and limit straps are permitted. Traction bars and devices are permitted.

Suspension, Rear:
A solid REAR suspension is permitted. Must still use OEM mounting points. Lift
Kits are acceptable.

Rear End:
Non-OEM rear end housings are prohibited. The rear end must have been an option on a one-
ton or smaller pickup. Rear axle bolts must be covered by a cap or shield.

Tires:
Tires must be street legal tires with a DOT number on the sidewall. Cut tires are NOT
permitted. Dual rear wheels may be used in competition. Tires can not be wider than 102”
inches measured from the outside sidewall to the opposite outside side wall and must be a
minimum of 50” inches measured from inside side wall to opposite inside side wall.

Fire Extinguisher System:
A fire extinguisher system is permitted. It must be securely mounted.

Safety Light:
All trucks must have a neutral safety light.

a. A white light, automotive quality, a minimum of 2 inches in diameter, must be mounted within six
inches of hooking point.

b. A light in the driver’s compartment must be operated from the same system.
c. Both lights will be operated from of the shifter lever.

Batteries:
Batteries must be securely mounted; they may not be located in the driver compartment.
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Master Cutoff:
A sled- and driver- operated spring loaded emergency air shut off is mandatory. The cable
must terminate into a two inch diameter steel ring.

Fuel cutoff:
All trucks must be equipped with a driver operated fuel shutoff capable of blocking fuel flow
to the injection pump. A three way dump valve is recommended.

Throttle:
Either the normal foot throttle or an approved spring-loaded hand throttle will be permitted.

Credentials:
All drivers must have a valid state driver’s license.
Trucks in this class do NOT have to be licensed or inspected or insured.
Any street licensed truck that chooses to enter this class MUST be licensed and insured.

Driver Restraint System:
The OEM restraint system is mandatory and must be worn.

Firesuit:
Fire suits required in minimum of SFI 3.2. In flip top bodied vehicles without a
firewall or working doors, the driver will be required to wear an SFI approved
suit.

Helmet:
Helmet is required. It must meet Snell 90, 95, 2000, K98 or SFI Spec 31.1 or 41.1 standards.

Purse:
TBA

Entry Fees:
All PRO STOCK DIESEL 4x4 TRUCK entry fees will be $25.00 per truck. Each entry is entitled
to at least two (2) free admissions to any point event.

Point Fund and Point Race:
A PRO STOCK DIESEL 4x4 TRUCK “POINT RACE” will be conducted in 2010. Points will be
assigned with fifty (50) to the winner and down by two. All trucks will receive at least twenty
points at each event where they compete. Each truck may miss one event and still collect last
place points less two at that pull. The owner must notify Full Pull Productions before missing
an event in order to receive these ‘dropped hook’ points. No more than two trucks may take
their “dropped hook” at any single event. Truck may not participate at another event when
using ‘dropped hook’.

Invitational Pulls:
The PRO STOCK DIESEL division may
have end-of-season ‘invitational’
pulling events. The trucks invited to
these special pulls will be determined
based on the 2010 point race.
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PRO STREET GASOLINE 4x4 TRUCKS
Adopted October 25th, 2009

The rules promulgated in these rules are intended as guidelines for the sport of Pro Street Gasoline 4x4 truck pulling.
These rules have been adopted by Full Pull Productions, Inc. for the 2010 season. Nothing herein should be construed
as a guarantee against injury or death to participants, crewmen, family members, bystanders or spectators. Each
participant at a Full Pull Productions’ pulling event must assure that their equipment and replacement equipment
throughout the season meets the requirements for this class.

CLASS REQUIREMENTS
Weight:

6500 LBS. MAXIMUM. WEIGHT WITH DRIVER. ALL VEHICLES MUST CROSS THE SCALES
PRIOR TO PARTICIPATING. FUEL AND WATER MAY NOT BE ADDED AFTER CROSSING THE
SCALES – EXCEPT IF QUALIFIED FOR A PULL-OFF.

Ballast:
ADDITIONAL ADDED WEIGHT IS PERMITTED. HANGING WEIGHTS AND BRACKETS MAY NOT
EXTEND MORE THAN 195 INCHES FROM THE CENTERLINE OF THE REAR AXLE. TRUCKS WITH
LONGER WHEELBASES ARE WELCOME TO PARTICIPATE AND MAY PLACE WEIGHTS SECURELY
FASTENED INSIDE THE ENGINE COMPARTMENT, BUT NOT INSIDE THE CAB.

Body/Chassis:
TRUCK EXTERIOR MUST BE STOCK IN APPEARANCE. THE COMPLETE TRUCK BODY MUST
HAVE FACTORY SHEET METAL AND FACTORY GLASS WINDOWS. THE CAB MUST HAVE O.E.M.
FIREWALL AND O.E.M. FLOOR FOR SAFETY. BED FLOOR, INNER AND OUTER SKINS MUST BE
OF O.E.M. OR O.E.M. REPLACEMENT MATERIAL. DESIGN MODIFICATIONS TO REDUCE
WEIGHT ARE NOT PERMITTED. WOODEN FLATBEDS ARE PERMITTED AS LONG AS THEY ARE
FACTORY BUILT OR HEAVIER THAN FACTORY BUILT. FIBERGLASS HOODS AND FIBERGLASS
HOOD SCOOPS ARE PERMITTED.

Frame/Suspension:
FACTORY O.E.M. FRAMES ARE REQUIRED. NO TUBE FRAMES OR HOMEMADE FRAMES ARE
ACCEPTED. A SOLID BLOCKED REAR SUSPENSION IS PERMITTED. MUST STILL USE OEM
MOUNTING POINTS AND LEAF SPRINGS. THE UPPER MOUNTING POINT FOR STRUT
ASSEMBLIES MUST BE IN THE FACTORY LOCATION. ADJUSTABLE CASTER/CAMBER PILLOW
BALL MOUNTS ARE PERMITTED. THE LOWER CONTROL ARM MAY BE STRENGTHENED
PROVIDED FACTORY-MOUNTING POINTS TO CHASSIS ARE MAINTAINED. THE LOWER
MOUNTING POINT FOR THE STRUT ASSEMBLY MAY BE MODIFIED FOR IMPROVED CASTER OR
CAMBER. STRUT TOWER BRACES, LOWER TIE BARS, SWAY BARS, AND LIMIT STRAPS ARE
PERMITTED. TRACTION BARS AND DEVICES ARE PERMITTED. LIFT KITS ARE ACCEPTABLE.

Wheelbase:
THE VEHICLE MUST RETAIN THE ORIGINAL FACTORY WHEELBASE (+/- 1”); THE WHEELBASE
MUST BE COMPATIBLE TO THE BODY USED.

Engine:
THE MAXIMUM CUBIC INCH WILL BE 540 CU.IN. ENGINE MUST REMAIN IN THE STOCK
LOCATION. NO ALUMINUM ENGINE BLOCKS ARE PERMITTED UNLESS O.E.M. CAST IRON
BLOCKS ONLY, ALUMINIUM INTAKES ARE PERMITTED. ANY CAST IRON OR CONVENTIONAL
TYPE ALUMINIUM CYLINDER HEADS PERMITTED. NO PRO STOCK TYPE CYLINDER HEADS,
SHEET METAL, OR TUNNEL RAM INTAKES PERMITTED. NO DRY SUMP OILING SYSTEMS.
DOMINATOR CARBS ARE PERMITTED. NO TURBOS, SUPERCHARGERS, INJECTION, EFI, SPLIT
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OR DUAL CARBS. HEADERS ARE APPROVED BUT ALL EXHAUST MUST RUN THROUGH A
MUFFLER SYSTEM. NO OPEN HEADERS ARE PERMITTED. SWAPS BETWEEN
MANUFACTURERS ARE NOT PERMITTED.

Kill Switch:
ALL TRUCKS MUST BE EQUIPPED WITH A KILL SWITCH PER USA-EAST GENERAL
RULES.

Fuel and Fuel Tanks:
GASOLINE IS THE ONLY TYPE FUEL PERMITTED. TURBO-BLUE AND CAM-2 ARE PERMITTED.
E-85 (ETHANOL) IS PERMITTED. ABSOLUTELY NO ALCOHOL, OR OTHER OXYGEN EXTENDERS.
FUEL TANKS MUST IN THE STOCK LOCATION or MAY BE IN THE BED. EXCEPTION: FUEL TANKS
MAY ALSO BE MOUNTED ON THE FRONT, BUT MUST BE COMPLETELY ENCLOSED WITHIN THE
WEIGHT BOX AND NOT VISIBLE. IN THIS CASE A MANUAL FUEL SHUTOFF IS REQUIRED ON THE
WEIGHT BOX.

Nitrous Oxide:
NITROUS OXIDE IS PROHIBITED. ALL OTHER OXYGEN EXTENDERS ARE PROHIBITED. SYSTEM
COMPONENTS MUST BE REMOVED FROM THE TRUCK.

Batteries:
BATTERIES MUST BE SECURELY MOUNTED; BATTERIES MUST EITHER BE IN THE STOCK
LOCATION OR THESE MAY BE MOVED INTO THE BED.

Cooling System:
RADIATORS MUST BE IN THE STOCK LOCATION AND AT LEAST OF STOCK SIZE.

Hitch:
THE HITCH POINT WILL BE FROM A “REESE TYPE” HITCH ON A LEVEL PLANE WITH THE POINT
OF ATTACHMENT TO THE TRUCK’S FRAME BEHIND THE PUMPKIN COVER OF THE REAR END.
NO OTHER TYPES OF HITCHES ARE PERMITTED. HITCH POINT MAY NOT BE MORE THAN 26"
FROM GROUND. HITCH POINT MUST BE HORIZONTAL – PARALLEL TO THE GROUND. NO
ANGLED, LEVER, PIVOT, AXIS OR OTHER TYPES OF ‘TRICK’ HITCHES ARE ALLOWED AND THE
HITCH MUST BE STATIONARY IN ALL DIRECTIONS. THE HOOK POINT MUST BE THE FURTHEST
POINT TO THE BACK OF TRUCK. HOOK POINT MUST BE PAST THE BED OF THE TRUCK IF THERE
IS NO BUMPER, OR PAST THE END OF THE BUMPER. SHORTENING OF THE BED IN ORDER TO
SHORTEN THE HOOK POINT IS NOT PERMITTED. EACH TRUCK DRIVER MUST SUPPLY A
TWISTED CLEVIS. THE HOLE FOR HITCHING MUST ACCOMMODATE A MINIMUM OF 3.75
INCHES ACROSS.

Tires:
MAXIMUM TIRE SIZE FOR ALL TRUCKS WILL BE 35x12.50 AS STAMPED. (METRIC
CONVERSION OF THIS TIRE SIZE IS 315/70 OR 315/75). ALL TIRES MUST CARRY A D.O.T.
NUMBER ON THE SIDE WALL, DOT NUMBER MUST BE EASILY READ FROM THE OUTSIDE OF
THE TIRE. NO DUAL WHEELS, STUDDED TIRES, TIRE CHAINS OR ANY TIRE NOT
SPECIFICALLY INTENDED FOR STREET USE ARE PERMITTED.

Tire Altering:
NO CUT, ALTERED OR SHARPENED TIRES ARE PERMITTED.

Brakes:
FOUR-WHEEL HYDRAULIC BRAKES ARE MANDATORY FOR STREET LICENSED VEHICLES.
DRIVELINE BRAKES ACCEPTED IF NOT STOCK.




